




Lighting Tower Specification, Min

Length:

Width (Retracted):

Height (Retracted):

Weight(Without Fuel):

2460 mm

1450 mm

3000 mm

920 kg

Lighting Tower Specification, Max

Length:

Width (Extended):

Height (Extended):

Weight(With Max Fuel):

2460 mm

2500 mm

8500 mm

920 kg

Canopy Details

Enclosure:

AUX Socket and Switches:

Drainage:

Ingress Protection:

Canopy RAL Color:

Base Frame RAL Color:

Noise pressure level@:

Heavy Gauge Steel

AUX (1 x 32A 3Ph)

Fuel & Water drainage provision

IP 23

RAL 9010 - Powder coated

RAL 9010 - Powder coated

57.1db(A) @ 7mt

Lighting Mast & Trolley

No. of Lamp

Trolly Axle

Number of wheel 

Maximum height

Rotation deg

4 x1000 Watt IP55Metal Halide Lamps

SINGLE

2

High Capacity Durable Auto Break

Winch System

8.5m

340 Degree Rotatable Mast

Lifting type

1380mm

2420mm

3320mm

Electrical Terminal
Box

LED Lights Illuminated
Area 3800sqm

Manual
Vertical Mast

Manual Wrench

Extended Unit

1550mm

2320mm

8500mm

Galvanized
BodyDurable

Anti-Corrosion
Protection

Towing Coupler

Jack Stand
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Flat No.: 5981641, main street 86, Street 76

PO Box: 377243, Dubai. UAE.

Tel: +971 4 881 1118

Factory 
Bahmani Manufacturing and Industrial Technology Co. LLC

Mount Royal Hotel Bldg., Showroom No. 2, Nasser Square,

Deira, Dubai, U.A.E.

Tel: +971 4 234 6630 

Deira Branch


